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Reliable State-owned Enterprise Deliver Solar Power since 1960s WHTSAAE

HT72-156M
HT72-156M(V)

355W / 360W / 365W
370W /375W / 380W
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Better Choice For Higher Efficiency!
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Module HT72-156M / HT72-156M(V)
Maximum Power at STC(Pmax) 355W 360W | 365W | 370w 375W 380W
Open-Circuit Voltage(Voc) 47.5V 47.7V 47 .9V 48.1V 48.3V 48.5V
Short-Circuit Current(lsc) 9.69A 9.76A 9.83A 9.90A 9.97A 10.04A
Optimum Operating Voltage (Vmp) 38.7V 39.1vV 39.5A 39.9vV 40.3V 40.7V
Optimum Operating Current(Imp) 9.19A 9.23A 9.26A 9.30A 9.33A 9.36A
Module Efficiency 18.3% 18.6% 18.8% 19.0% 19.3% 19.6%
Power Tolerance 0~ +5W
Maximum System Voltage 1000V / 1500V DC(IEC)
Maximum Series Fuse Rating 15A
Operating Temperature -40 °C to+85°C
*STC:Irradiance 1000W/m?, module temperature 25, AM=1.5
Optional black frame or white frame module according to customer requirements
Module HT72-156M / HT72-156M(V)
Maximum Power 262W 266W 269W 273W 277TW 280W
Open Circuit Voltage (Voc) 44 4V 44 .6V 44 .8V 45.0V 451V 45.3V
Short Circuit Current (Isc) 7.83A 7.88A 7.94A 8.00A 8.05A 8.11A
Maximum Power Voltage (Vmp) 36.1V 36.5V 36.9V 37.2v 37.6V 38.0V
Maximum Circuit Current (Imp) 7.25A 7.28A 7.30A 7.33A 7.35A 7.38A
NOCT 45°C+2°C
*NOCT: Irradiance 800W/m?, ambient temperature 20 C, wind speed 1 m/s

Current-Voltage & Power-Voltage Curve
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Solar Cells Monocrystalline 156.75 x 156.75mm
No.of Cells 72 (6 x 12)

Dimensions 1956mmx992mmx40mm
Weight 22.5kg

Front Glass High transmission tempered glass
Frame Anodized aluminium alloy
Junction Box IP67

Cable 4mm?2 (IEC)

Connectors MC./ MC4 Compatible

Packaging Configuration

26pcs / box, 572pcs / 40'HQ Container

Temperature Coefficient of Pmax -0.39%/K
Temperature Coefficient of Voc -0.29%/K
Temperature Coefficient of Isc 0.049%/K

Added Value from Warranty

12-year product warranty

25-year warranty on power output

= 1000 W/m*

800 W/m’

500 W/m?
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